
HANDMADE HICKORY WITH A NEUTRAL,  
MEDIUM-BROWN PATINA

HISTORICAL,  TEXTURED,  
WIDEPLANK HICKORY

A combination of carefully selected hickory boards, hand 

texturing, and a pleasing colour balance makes Aragon one of our 

most popular floors year after year. With its neutral medium brown 

patina, Aragon is a wonderful choice for any room, as it will 

complement a wide variety of room designs and furnishings. 

ARAGON

LOVE ARAGON? REQUEST A SAMPLE 
We'll send you a real piece of Aragon so you can explore how it looks and feels in your home

Explore at craftfloor.com/aragon
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Canadian Spruce - Canada - Fb 875
CORE /  ORIGIN /  STRENGTH RATING (FB)

Small bevel with artisan hand chiseling
BEVELS

GRADE
Select Character: Specially selected to limit excessive colour variation and 
establish the optimal balance between the wood's natural characteristics 
and clear surfaces

VENEER /  ORIGIN /  HARDNESS
Hickory - North America - Janka Rating 1820

DuRa-Finish, hand applied air-dried polyurethane
Low gloss matte

FINISH /  GLOSS LEVEL

30 Year Finish Warranty; Limited Lifetime Structural Warranty; 
3 Year Light Commercial Warranty

WARRANTY

Stocking Program product

AVAILABILITY
GLUE
Highest quality, formaldehyde-free adhesive used to glue all components; 
CARB2 Compliant

ACCESSORIES
Stair Nosings, Vents, T-Moulding and Reducers use the same wood, 
surface treatment and finish as that of the wood floor to achieve the 
utmost in design unity and coordination

WOOD PATTERN /  GRAIN
The beauty of Aragon is due in large part to hickory’s naturally varying 
grain patterns which range from heavy heartwood to a heartwood/ 
sapwood mix where the sapwood can comprise up to half of the plank

TEXTURE
Hand-worked VintageCRAFT artisanal texturing creates the aesthetic of a 
genuine timeworn floor

COLLECTION
Castillo Plank

WIDTH /  CONSTRUCTION
7″ & 8″ Width: ENCORE 5/8″ thick DACS II Construction with solid sawn 
components in a 2-Layer format
(3mm surface wear layer + 12mm DACS II Core)

8″ Width: PRESTIGE 3/4″ thick DACS II Construction with solid sawn 
components in a 3-Layer format
(4.5mm surface wear layer + 12mm DACS II Core + 3mm spruce 
balancing layer)

Suitable for installation above, on or below grade 
Approved for installation over Radiant Floor Heating systems

INSTALLATION

ENCORE Std. Box: Random 1’ to 8' lengths
7″: 37 sqft/approx. 57 lbs per box 
8″: 42 sqft/approx. 65 lbs per box

ENCORE LongCRAFT Box: 8 x 10' lengths
7″: 46 sqft/approx. 71 lbs per box
8″: 53 sqft/approx. 81 lbs per box 

PRESTIGE Std. Box: Random 1’ to 8' lengths,  32 sqft/approx. 71 lbs per box
PRESTIGE LongCRAFT Box: 8 x 10' lengths, 40 sqft/approx. 89 lbs per box

LENGTHS /  BOX SIZES


